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Size:
1/2" - 2"
2000 WOG

End Conections:
NPT
Butt Weld
Socket Weld
Flange -150, 300, 600

Valve Materials
316 Stainless Steel
Carbon Steel

Ball and Stem Materials:
316 Stainless Steel

Service Applications:
Hydraulic           Chemical
Steam                Oil/Gas
Oxygen              Food Pro cess ing
Vacuum             Dry/Liquid Chlo rine
Thermal Fluids

Seat Materials:
Tefl on
Reinforced Tefl on
TFE-25% Carbon/Graph ite
PEEK
UHMWPE
Metal
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1700 SERIES

Features
• 1/4" - 2"
• 2000 WOG
• Bottom Entry
• 90° and 180° Rotation
• Carbon Steel 
• Stainless Steel
• NPT
• B.W, S.W.
• 150#, 300#, 600# Flanged
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Electric Actuator
• 120 VAC

• 12/24 VDC

• NEMA 4/7

• Positioners 4-20 MA

• Reversing

• Telemetry

• Battery Back-up

Pneumatic Actuators
• Double Acting

• Spring Return

• Solenoid Valves

• Limit Switches

• Positioners 3-15 PSI

• Positioners 4-20 mA

• Intelligent Positioner

• Declutchable Manual Over ride

Manual Valves
• Oval Handle

• Spring Return

• Stem Extensions

• Fusible Link

• Locking Device

• Gear Operators

• Wing Handle

HOW TO ORDER
Size Series Body & End 

Material
Ball & Stem Seat Seal End

1/4"
3/8"
1/2"
3/4"
1"

1 1/4"
1 1/2"

2"

1700 Series
3 Piece
Diverter
Ball Valve
Bottom Entry

1-Carbon Steel
2-
3-316SS
4-
5-
6-

1-
2-
3-316SS
4-
5-
6-
7-
8-
9-

T-TFE
R-RTFE
C-TFE-25%
Carbon Graphite 
P-PEEK
U-UHWMPE
B-Metal-Bronze
S-Metal-Stellite
I-Metal Inconel
K-Kel-F

T-TFE
C-TFE-25%
Carbon Graphite
G-Graphoil

SE-NPT
SW-Socket Weld
BW-Butt Weld
150#-150# Flange
300-300# Flange
600-600# Flange

This brochure is general in nature and manufacturer reserves the right to alter dimensions, materials or make design im prove ments
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